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GRAND SLAMSPRINGLESS POSTDRIVER� 

ASK ANY FARMER OR FENCING CONTRACTOR what the best post driver is, 

andthey'lltellyou, IlSHAVER." Perfect for any condition, from tough soil conditions 

to tricky side hills, our professional- grade post driversare engineeredfor 

YOUR MOST DEMANDINGJOBS. 

FEATURES AND SPECIFICATIONS 

Impact atFull Stroke 100,000 Ibs. SELF-CONTAINED 
Operating Distance Above Ground 53"- 128" POWER 
Max . PostWidth 10-7 /8" Eliminatesdirt and foreign 

Max . PostLength 10' 
material in theoperator's 
skid steer loader's hydrau lic 

Tilt Front - back1side  side system to saveyou 

WithHyd raulicBasePlate 20 degre es 125 degrees 
maintenancecosts. 

Category I, IIorIIIAssemb ly Cat. 11& 111

Mounting Rear orskidloader 

Hydrau licRequirements 15gpm/2 ,OOOpsi 

Approx . Shipping Weight withHydrau licBase 95 71bs. COMMITMENT TO 

THE POSITIONERS SB -22 SAFETY 
Collapsed Width 92" Ourcommitment to safety shows 

through in every post driver we build. 
Ex tendedWidth 116" 

He ight 37 - 112 " 

Weight 861 1b s. 

Swivel 0 - 155 degrees 

AVAILABLE MODELS: 

SKIDSTEERLOADER� TRACTOR 
mounted models� mountedmodels 

front - or rear - mounted 
models 

DISTR IBUTED BY:� Shaver Manufacturing isa leading manufacturerof fencing 

equipment. Wemanufactureacompletelineupof post 

drivers, post holediggers, stumpgrindersand logsplitters. 

We'reproudof thefact that our equipment ismadeinthe 

Heartlandof America-Grae tti nger, Iowa. 

ShaverManufacturing Company 
POBox 358 / Graett inger, Iowa 5 134 2 
(712)859-32 93 / (712)85 9 -32 9 4 fax / sales@shavermfg.com 


